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Abstract
Powder bed fusion techniques for additive layer manufacturing are reviewed with a focus
on titanium alloys production. Selective laser melting and electron beam melting are dis-
cussed in terms of feedstock production and processing-microstructure relationships. To con-
trol the powder bed fusion processes, an outline is presented on the computational modelling
approaches for simulating process parameters and defects such as residual stresses and poros-
ity at different length scales. It is concluded that by improving powder production techniques,
designing new alloys and further developing additive layer manufacturing hardware, powder
bed fusion techniques can reach commercial maturity.
Keywords— Additive layer manufacturing, Powder bed fusion, Titanium alloys, Computational
methods
1 Introduction
Additive Layer Manufacturing (ALM) is a layer-by-layer method to make three-dimensional (3D)
objects directly from computer aided design (CAD) files. It was first adopted as a method for
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rapid prototyping, but today its commercial application is increasing in different industries such
as aerospace, automotive and medical devices [1]. ALM processes can be divided into four main
categories: powder bed fusion (PBF), directed energy deposition (DED), binder jetting and sheet
lamination.
ALM becomes attractive where the conventional manufacturing methods are limited and produc-
tion times and costs are high. This includes products of complex geometry, and those where
material waste is undesired [2]. Titanium alloy components are amongst those requiring costly
production methods. This has motivated the development of alternative methods such as ALM
[3, 4, 5, 6]. ALM is a design-driven process allowing for shapes of a high degree of complexity.
Metallic powder processing is of great importance to metallurgical applications including ALM;
metallic powders are used as feedstock for PBF, DED and binder jetting. Among these techniques,
PBF and DED directly melt powder materials with high energy sources (either laser or an electron
beam) aiming to achieve fully dense parts. Particularly for metals such as titanium alloys, PBF
techniques including selective laser melting (SLM) and electron beam melting (EBM) are preferred
due to the direct near net-shape high quality fabrication [7]. A schematic of the PBF processes is
shown in Fig. 1.
SLM typically uses a 200–400 W laser under an inert gas environment, such as argon or nitrogen,
while EBM utilises a focused electron beam of about 60 kW under vacuum [8, 5]. The precision
and final surface quality of the SLM as-built parts are better than EBM, but at the expense of longer
build times and higher residual stresses [9, 10].
The aim of this work is to provide a comprehensive review of the production of titanium alloys by
PBF, covering steps from the production of high-quality feedstock to post-processing. Processing-
microstructure relationships have been reviewed, including computational methods to describe
them. This review is concluded with suggestions for improving the rate and reliability of PBF
processes.
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Figure 1: Schematic of PBF ALM processes [3].
2 Titanium metallurgy
PBF methods have been adopted for the production of titanium alloys for aerospace and automo-
tive industry as well as for biomedical applications [11, 12, 13, 14, 15, 16]. Amongst titanium
alloys, Ti-6Al-4V has received most of the attention, this is due to its high strength-to-weight ratio.
Its equilibrium microstructure contains αandβ phases which respectively have a hexagonal close
packed (HCP) and body centered cubic (BCC) lattice structures. The α phase is stable at room
temperature, often associated with strength, but β phase is metastable and is often responsible for
ductility. Under rapid cooling conditions, a brittle HCP martensitic phase (α′) can be formed,
which presence can be detrimental to mechanical properties [2, 6]. A list of typical titanium alloys
that have been processed by ALM, and their typical associated microstructures is shown in Table
1.
The microstructures of PBF-fabricated parts are unique due to the complex thermal cycles that
a part experiences during the layer-by-layer melting and solidification. As a result, the material
may experience repeated solid-solid and liquid-solid phase transformations. An example of the
thermal profile for a layer of PBF-processed Ti-6Al-4V is shown in Fig. 2a. In this case, the alloy
has experienced two liquid-solid and two β → α transformations. Therefore, many of the PBF
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Table 1: Typical titanium alloys produced by ALM
Alloy Microstructure Reference
Ti-6Al-4V α + β + (α′) [6]




Ti-6Al-2V-1.5Mo-0.5Zr-0.3Si α + β [19]
Ti-La α + β [20]
processes result in metastable microstructures which may vary in each layer of the as-built part
[21].
PBF is a process requiring rapid solidification. Reports show that cooling rates between 103 to
108 K/s are achieved for SLM and between 103 and 104 K/s for EBM [21]. Hence, a fine-grained
microstructure has usually been observed in PBF parts. Moreover, the heat flow in PBF processes
is directional and can lead to the formation of columnar grains with high texture which can increase
anisotropy [22]. Typical electron backscatered diffraction (EBSD) micrographs of microstructures
obtained from Ti-6Al-4V SLM and EBM are presented in Fig. 2b and c. The microstructure of the
SLM part is finer and contains more α′ than the EBM specimen, this is due to its higher cooling
rates.
Producing a structurally sound, defect-free and reliable part via PBF requires the understanding
of two main challenges. The production of a high-quality powder feedstock demanding control of
powder production methods, and the microstructural evolution during PBF processing.
3 Strategies for titanium powder production
The quality and consistency of the PBF components depend on the characteristics of the starting
powder. The most critical issues in titanium powders are particle size distribution (PSD), particle
shape, flowability and chemical composition. For SLM, PSD should be between 10 to 45 µm, while
powders can be in the range of 45 to 106 µm for EBM [25]. In order to improve flowability, the
particles should be spherical [26]. Flowability is an important factor because if the powder cannot
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Figure 2: (a) Thermal profile of a layer of Ti-6Al-4V during ALM [21], (b) inverse pole figures
(IPF) of an SLM produced [23] and (c) an EBM produced Ti-6Al-4V [24].
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be distributed evenly in the powder bed, it leads to porosity in the as-built part. The chemical
composition of the powder must be within specification. This is particularly important for recycled
powders. For example, Tang et al. [27] showed that powder recycling after EBM process of Ti-6Al-
4V can increase the oxygen content and decrease the aluminium and vanadium concentration. Such
concentration changes can be intensified by increasing the reusing cycles. However, flowability can
be improved by reusing the powder. Reports [27] indicate that by mixing with virgin powder, the
composition specifications can be met and the subsequent mechanical properties may not be badly
influenced.
The quality of the powder feedstock depends on its production process. This can be via water, gas
or plasma atomisation, hydryde-dehydryde (HDH) processing, the titanium research organisation
(TiRO) process, and by granulation-sintering-deoxygenation (GSD). A list of methods for metal-
lic powder production is shown in Fig. 3; those used to produce spherical titanium powder are
highlighted in red. Schematics of each powder production method are shown in Fig. 4.
Most of the spherical titanium alloy powder used for ALM applications is produced via atomi-
sation, the technique of breaking up molten liquid into particles. The most simple and low-cost
atomisation technique is water atomisation. It uses water jets to atomise the molten metal (Fig.
4a). The powder produced by this method may have irregularities in shape suffering from poor
density, flowability and high amounts of oxygen. Therefore, water atomisation is not preferred for
ALM, especially for titanium alloys [28].
The gas atomisation (GA) process uses inert gasses such as argon as atomising medium, in order
to minimise the risk of oxidation and contamination, especially in the case of reactive metals such
as titanium. For titanium, interstitial elements such as oxygen and nitrogen must be controlled.
Therefore, vacuum induction melting furnaces are adopted in the vacuum induction gas atomisa-
tion (VIGA) process. The furnace can usually be installed directly above the atomisation chamber,
and the melt stream enters the chamber without a tundish. Then the molten metal is atomised by a
high-pressure gas (Fig. 4b).
Even if the interstitial elements can be controlled at VIGA, there is risk of contamination by ex-
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Figure 3: Metallic powder production methods. The methods for spherical Ti powder production
have been shown in red.
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Figure 4: Schematics of different powder production methods: (a) water atomisation, (b) vac-
uum induction gas atomisation (VIGA), (c) electrode induction gas atomisation (EIGA), (d) close
coupled gas atomisation (CCGA), (e) plasma atomisation (PA), (f) plasma rotated electrode pro-
cess (PREP), (g) hydryde-dehydryde (HDH), (h) granulation-sintering-deoxygenation (GSD), (i)
titanium research organisation (TiRO) process. 8
posure to refractory materials from ceramic crucibles. A solution to contamination is the electrode
induction gas atomisation (EIGA) process. In this, the feedstock is in the form of a rod and it is
melted by an induction coil further entering the atomisation chamber (Fig. 4c). EIGA is a non-
contact melting method and can be operated under high vacuum conditions; it has been widely
used for producing Ti-6Al-4V, as it minimises the risk of contamination [29].
The close-coupled gas atomisation (CCGA) is a less popular method for producing reactive metals,
such as titanium, where the melt is broken up by the direct collision of high-pressure gas under the
tip of an extended melt guide tube (Fig. 4d) [25].
Plasma Atomisation (PA) uses wire as feedstock and the melting source is plasma. In this process
(Fig. 4e), the wire is fed into the atomisation chamber and it is melted and atomised simultaneously
by plasma torches and gas, respectively [28]. Replacing the feedstock by a rotating bar leads to
the plasma rotating electrode process (PREP) (Fig. 4f). As the rotating bar enters the atomisation
chamber, the end of the bar is melted by plasma. The material is ejected from its surface. The melt
solidifies before hitting the walls of the chamber [30]. It should be noted that PREP process is also
performed under vacuum.
Mechanical powder production processes involve crushing, milling and fracturing to resize larger
lumps of metal feedstock into finer powder particles. There are two main mechanical processes
that can be used to produce metallic powders. The hydride-dehydride (HDH) and granulation-
sintering-deoxygenation (GSD) methods. HDH exploits the brittleness of certain metals like tita-
nium hydrides, which are formed by hydrogen and heat. The lumps that are formed are brittle and
can be fractured into the required particle size distribution by crushing them. At the end, the redun-
dant hydrogen is removed using vacuum and heat to produce metal powder particles (Fig. 4g) [31].
In order to improve the quality of the powders produced by HDH, plasma spheroidisation should
be done to improve the sphericity of the powders produced. GSD is a newly developed process
that has been developed to produce Ti-6Al-4V without using high-cost melting and atomisation
techniques. In this process, three low-cost processes of granulation, sintering and deoxygenation
are mixed to produce spherical titanium alloys. The feedstock in this method can be titanium scrap
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Table 2: Summary of different methods of spherical Ti powder production.
Methods Feedstock Benefit Drawback
VIGA Bar High sphericity, high cleanliness Satellites, porosity
EIGA Bar Fine powder Porosity, high argon flow rate
PA Wire Less satellites, fine powder Expensive feedstock, porosity
PREP Bar High purity, no satellites Coarse powder
HDH Ingot Low Cost Irregular particle morphology
GSD Scrap Low cost, low waste Particle bonding during sintering
and the particle distribution size and low amounts of oxygen can be controlled. A full schematic
of this method is shown in Fig. 4h [32].
Titanium powder may be produced via chemical reactions as well, such as in TiRO, a two stage
process where titanium tetrachloride is thermally reduced to a magnesium chloride/titanium com-
posite in the presence of Mg in a reactor. Then the composite is separated by using vacuum
distillation (Fig. 4i). [33].
Fig. 5 shows typical scanning electron microscope (SEM) micrographs of the alloy powders pro-
duced by GA, PREP and PA, which are the most common methods for producing titanium alloys
ALM feedstock. The PREP and PA powders are spherical. GA powders are spherical too, but the
presence of satellites increase the part surface roughness. Satellites are due to the circulation of
gas in the atomising chamber leading to the collision of fine particles and partially melted particles
[34]. Compared with the two other methods, PREP-produced powders have the most homoge-
neous distribution and flowability. As GA powders have satellites, they can lead to porosity in the
fabricated part. Using gas atomisation and plasma atomisation processes, fine spherical powder
with a controlled PSD can be produced (10-300 µm). However, the PSD of the powders produced
by PREP is coarser and between 50-350 µm [35]. Therefore, most of the PREP powders cannot be
used as SLM feedstock. As a summary, the advantages and drawbacks of each common titanium
powder production methods are shown in Table 2.
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Figure 5: Morphology of the Ti-6Al-4V alloy powder produced by (a) GA, (b) PREP and (c) PA
[36].
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Figure 6: The schematics of the iterative steps of (a) SLM [38] and (b) EBM process [39].
4 Processing-microstruture relationships
As is shown schematically in Fig. 6, the sequence of PBF processes is as follows. Firstly, the 3D
CAD model of the part is divided into layers. A roller (in SLM) or a rake (in EBM) spread a thin
layer of powder over the build platform. The energy source, which is either laser or electron beam,
scan the powder bed with a predetermined path (strategy). Depending on the heat source and power
level of the system, the powder bed layer is melted into the desired shape. In EBM, the substrate
is preheated to a maximum of about 0.8 Tm (melting temperature). The preheating temperature
depends on the powder characteristics and can be higher than 700◦C for titanium alloys. Once the
layer is complete, the platform lowers to the desired layer thickness and the next layer of powder
is spread over the working area and melting is repeated [37, 10]. At this moment, SLM dominates
PBF commercial systems.
In these processes, the processing parameters are set to deliver enough energy to fuse all of the
particles in the melt pool above the liquidus temperature. As the heat source moves on, heat is
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conducted away from molten metal and it solidifies quickly. In general, the mechanical properties
of the titanium alloys produced by PBF methods are acceptable. There are numerous reviews on
mechanical properties of ALM-built titanium components [6, 40]. The characteristics of the built
part depend on processing parameters such as energy source power, focused spot size, layer thick-
ness, scan speed, and scan strategy. However, reaching a full density part without post-processing
requires high input energy levels to fully melt the feedstock and this itself may lead to undesirable
results such as distortion and residual stresses.
Due to the high affinity of titanium to react with oxygen and in order to avoid the formation of
oxides, PBF processes generally occur under vacuum (EBM) or an inert atmosphere of nitrogen,
argon or helium (SLM).
After the processing is finished, the as-built material is separated from the build platform. Due to
the layer-by-layer nature of the process, surface roughness is among the issues of PBF methods.
Minimising the layer thickness, which requires higher scan speed, can decrease the roughness of
the as-built part. However, this may lead to the formation of undesirable porosity or longer build
times, increasing component cost. Therefore, some finishing steps such as milling, grinding and
polishing may be needed to improve the quality of the surface of as-built parts [41]. As discussed in
section 2, the microstructure of the as-built parts are complex, and in the case of SLM, the produced
parts may contain large amounts of residual stresses. Therefore, post-processing heat treatments
are usually applied. ASTM 2924 specification for ALM of Ti-6Al-4V with PBF methods was ap-
proved in recent years [21]. This standard contains a section for post-processing of ALM produced
Ti-6Al-4V via various heat treatments such as stress releiving (at 650-700◦C), annealing, solution
treatment (at 1010◦C), ageing and hot isostatic pressing (HIP). Such post-processing steps lead to
microstructures with lower residual stresses, as well as martensite decomposing into α + β struc-
tures with coarser grains [37]. HIP can relieve the stresses and decrease the amount of porosity in
as-built parts. Typically, the HIP temperature for titanium alloys is about 900◦C. The pressure is
∼ 100 MPa and the time is between 2 and 4 hours [42].
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4.1 Microstructural inhomogenieties
Inhomogenieties that have been reported in literature for PBF of titanium alloys include variations
in grain size and highly texturised microstructures. Both are related to process parameters (heat
input and scan strategy). The processing conditions are often summarised using the volumetric
heat input, Ev, where Ev = P/(v · h · d), where P is the beam power, v is the scan speed, h is
the hatch spacing (the center to center distance between melt pools in the build plane) and t is the
layer thickness.
The microstructure of SLM fabricated Ti-6Al-4V is strongly dependent on the volumetric heat
input of the laser. At low scan speeds (high volume energy) a phase transformation of β → α
occurs during cooling and leads to coarse grains. At higher scan speeds and low volume energies,
β phase transforms into α′ martensite. At the highest scan speeds, higher grain refinement can be
achieved [37]. With increasing the heat input, coarser grains can be achieved. Recently, Galindo-
Fernandez et al. [2] developed a physics-based model to relate grain size and morphology of ALM
produced Ti-6Al-4V to the mechanical properties to predict the effects of processing conditions on
deformation behaviour.
Two common grain morphologies that have been seen in ALM-fabricated parts are columnar and
equiaxed. The columnar grains are generally coarse and anisotropic, while the equiaxed grains are
fine and isotropic [6]. The fraction of columnar and equiaxed grains can be tailored via thermal
gradient (G) and solidification rate (R) control. As shown in Fig. 7, by decreasing the thermal
gradient and increasing the solidification rate, the portion of equiaxed grains can be increased. It
can be seen that, generally, as the melt pool begins to solidify, columnar grains form and move
towards a mixture of equiaxed and columnar during solidification and finally a fully equiaxed mi-
crostructure is expected at the end of ALM processing [43]. Recently, Kumar et al. [44] succeeded
to almost completely replace the columnar grains by equiaxed grains by choosing an appropriate
combination of layer thickness and scan rotation in an SLM produced Ti-6Al-4V alloy.
As is discussed in section 2, the microstructures of the PBF-produced titanium alloys are highly
texturised. This is because of directional solidification and epitaxial grain growth of titanium
14
Figure 7: Solidification map of an EBM produced metal showing the formation of columnar and
equiaxed grains [43].
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Figure 8: (a) Phase diagram of Ti-La system. (b) Texture-free microstructure after SLM of Ti-
2wt%La [20].
alloys due to complex thermal cycles in PBF methods. Texture is significantly dependent on scan





But recently, it has been reported that changing the scan strategy can lead to the formation of〈
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〉
texture, which increases the yield strength of EBM produced Ti-6Al-4V [45]. Recently,
Barriobero-Vila et al. [20] added 2 wt% La to commercially pure (CP) titanium and produced
it via SLM. After SLM, the resulting microstructure consisted of elongated and fine equiaxed α
grains without pronounced texture as can be seen in Fig. 8b. The weakening of texture has been
attributed to the several phase transformations that occur during processing (Fig. 8a).
4.2 Build defects
The most frequently reported build defects in PBF of titanium alloys are porosity and residual
stresses. The presence of porosity affects negatively the mechanical properties (tensile strength
and ductility) of the as-built component [6]. Porosity can be divided into four categories: pro-
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Figure 9: Optical micrographs showing (a) gas entrapped porosity, (b) porosity caused by evapo-
ration and (c) lack of fusion defect [55].
cess induced, gas entrapped (Fig. 9a), evaporation-caused (Fig.9b) and lack of fusion (Fig. 9c)
[46, 47, 48, 49, 50]. Gas entrapped porosity are typically spherical and form during gas atomisa-
tion [51] or during ALM due to the possibility of reaction of impurities such as oxygen with tita-
nium [52]. Other types of pores are non-spehrical and attributed to either instabilities in the melt
pool or insufficient energy density that lead to lack of fusion [53]. It was found that if the pressure
around the bubbles within the molten pool is lower than the vapour pressure of the material, the
generated bubbles are entrapped during solidification. As a general rule, liquid metal evaporates
when its temperature-related saturated vapour pressure reaches its hydraulic pressure and leads to
the formation of porosity [54]. Porosity is usually correlated to the processing parameters through
energy density. Process-induced porosity can form at low power beam. Evaporation-caused pores
form under high power beam conditions. Increase in hatch spacing is also a cause of lack of fusion
[6]. A minimum amount of porosity is expected at an intermediate energy density. Therefore con-
trolling the process parameters and powder production is necessary to reach high density titanium
alloys.
Residual stress is an internally remaining stress present even after removal of a load, and causes
distortion, delamination of the layers during processing and loss of geometric tolerance of the part.
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Residual stresses are one of the most significant problems in SLM of titanium alloys [9]. Rapid
heating and cooling cycles cause them, possibly leading to premature failures. As the bottom part
of the melt pool cools faster than the upper parts, residual stresses are often oriented with build
direction. Residual stresses are dependent on processing parameters (scan strategy and energy
density). However, it has been shown that the most efficient way to mitigate the residual stress
levels is preheating the powder bed, which is applicable in EBM. Edwards et al. [56] showed that
preheating the powder bed to 700◦C can nearly eliminate residual stresses in Ti-6Al-4V produced
part by EBM. Although preheating the powder bed in SLM is very difficult, recently, Ali et al.
[9] succeeded to produce Ti-6Al-4V component by SLM with low amounts of residual stresses
after applying a preheating temperature of 570 ◦C. Song et al. [57] have shown that different
scan strategies can affect temperature fields in the molten pool of SLM produced Ti-6Al-4V and
subsequently influence the residual stresses. They succeded to minimise the residual stresses by
optimising scan strategies.
5 Computational methods for simulation
Due to the complexity of ALM processes, numerical modelling and simulation methods are em-
ployed to assess the effects of process parameters on the evolution of the feedstock melting char-
acteristics and predict the optimised conditions for ALM. Numerical models for predicting the de-
fects and phenomena during and after all ALM processes include: Discrete Element (DE), Monte
Carlo (MC), Lattice Boltzmann (LB), Finite Volume (FV), Finite Element (FE), Phase Field (PF)
and Cellular Automata (CA). These are applied as schematically shown in Fig. 10.
ALM processes are inherently multi scale, thus a comprehensive model should be able to con-
nect the different length scale phenomena. From a length-scale point of view, models can be
divided into three categories: micro- (between nano to micrometre), meso- (micro to millime-
tre) and macro-scale (millimetre to component scale). The models are grouped by length scale in
Fig. 11. Micro-scale models predict the microstructure evolution upon solidification, solid-state
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Figure 10: Numerical models for ALM processing and their application.
Figure 11: Modelling approaches used for different length scales.
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Figure 12: The issues that can be predicted by computational models in different length scales in
PBF of titanium alloys.
phase transformations, and grain coarsening. Meso-scale predictions focus on small build volumes
addressing issues such as beam-powder interactions, powder consolidation, the simulation of the
temperature profiles based on a moving heat source and also the dynamics of phase transformations
and fluid flow. At the macro-scale, models include homogeneous thermo-mechanical simulations
to assess melt pool geometry and residual stresses of the fabricated parts [58]. As can be seen
in Fig. 11, FE methods can be used for simulation at all scales, but methods such as PF and CA
focus on microstructural scales. Despite numerous efforts for simulation of different aspects of
ALM of metals, there are just a few researches on modelling of PBF methods of titanium alloys.
Therefore, there will be a great potential for researchers and industry to focus on understanding
PBF of titanium alloys. The issues that have been predicted at different length scales via compu-
tational methods during PBF of titanium alloys are illustrated in Fig. 12. It should be noted that
the modelling on each length scales is connected to each other. For example, it is impossible to
predict the porosity formation in the meso-scale without simulation of the melt pool geometry at
the macro-scale.
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In the last part of this review, a summary of the attempts reported in literature to model different
aspects of PBF processes for titanium alloys are discussed. The formation and evolution of the
melt pool, an analysis of the defects and grain structures after PBF methods have been investigated
so far.
5.1 Melt pool formation simulation
The SLM technique consists of a complex process of heat and mass transfer including conduction,
convection and radiation, which can affect melt pool geometry. The characteristics of the melt pool
have a significant effect on the quality of the as-built parts. Efforts have been done to explore the
effects of different process parameters on melt pool formation at the macro-scale. Zhuang et al.
[59] investigated the effects of important process parameters such as laser power, scanning speed,
preheating temperature and hatch spacing between two tracks on melt pool dimensions (width,
length and depth) of Ti-6Al-4V powder during SLM, using FE method. FE is a numerical method
for solving problems in the fields of heat transfer, fluid flow, and mass transport. Such modelling
approach usually uses the Lagrangian framework. The results of their simulation are shown in Fig.
13a-d. They have shown that laser power and scanning speed can affect melt pool dimensions and
change in preheating temperature and hatch spacing has no impact on melt pool geometry.
Zhang et al. [54] used FE method for studying the evolution of the melt pool dynamics and
geometry during SLM of Ti-6Al-4V with consideration of phase change, recoil pressure (caused by
evaporation), surface tension and Marangoni effect (the mass transfer along an interface between
two fluids due to a gradient of the surface tension) (Fig. 13e). An ALE (arbitrary Lagrangian-
Eulerian) dynamic mesh approach was applied to a track free surface of the molten pool. Their
results were also in good agreement with experiment. Using this method, the pressure condition
of porosity formation caused by evaporation of alloying elements is studied. This type of porosity
may form due to the drop in hydraulic pressure below the temperature-dependent vapour pressure
inside the melt pool. Karayagiz et al. [60] also used FE approach to model heat distribution in the
melt pool of Ti-6Al-4V during SLM. They found that in addition to process parameters, thermal
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Figure 13: Predictions of melt pool dimensions (width, length and depth) during SLM of Ti-6Al-
4V with different (a) laser powers; (b) scanning speeds; (c) preheating temperatures; and (d) hatch
spacings [59]. (e) Schematics of melt pool simulation [54].
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conductivity of the liquid phase, porosity level of the powder and absorptivity had also direct
influences on the prediction of the melt pool geometry and dynamics. However, as calibration of
these parameters is difficult, future investigations are needed.
Recently, interesting work has been done by Li et al. [61], to quantify and predict the melt pool
geometry at the meso-scale. They used PF modelling framework to integrate relevant thermal
fluid phenomena and elastic structure response, including phase transition, thermal capillarity,
interfacial deformation, and thermal stress induced by local laser heating. The results show that the
capillary effect plays a significant role for interfacial evolution and solid-liquid phase transition,
and helps to bridge the powder and substrate. At the end, the interplay of laser power, spot size of
laser, and the scan speed in laser-powder interactions has been demonstrated by the depth of the
melt pool.
Compared with SLM, there are less studies on modelling of EBM process. In one of the few at-
tempts in literature, Scharowsky et al. [62] investigated the effects of energy input (given by beam
power, scan speed, and hatch spacing) on melt pool formation and loss of aluminum during EBM
of Ti-6Al-4V using LB method. They developed process maps dependent on beam power and scan
speed for different hatch spacings. They concluded that with increasing scan speed, the energy in-
put decreases and continous melting can be acheived over several beam passes. Thus the maximum
temperatures are reduced and evaporation of aluminium is nearly completely suppressed.
5.2 Microstructure evolution prediction
The prediction of the SLM microstructure is challenging because of the complex thermal history in-
volving multiple thermal cycles. Yang et al. [63] did a comprehensive study on the microstructural
simulation of solidification and solid-state phase transformation processes under various process
parameters of SLM using CA method for Ti-6Al-4V. The morphology and size of the β grains and
martensite was simulated by this model. Based on simulation results, there are three zones: pow-
der melting, remelting and reheating zones; and four stages: powder melting, mushy, multi-phases
and solid-state phase transformation stages during SLM of Ti-6Al-4V (Fig. 14). They concluded
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Figure 14: Simulated microstructural evolution of Ti-6Al-4V during SLM; (a)-(c) stage 1 (powder
melting), (d) and (e) stage 2 (mushy), (f) stage 3 (multi-phase stage), (g) and (h) stage 4 (solid-state
phase transformation) [63].
that the morphology, growth direction and size of β grains depend on the direction of heat flux and
overlapping of adjacent deposited tracks. Six evolutional types of β grains were also introduced
during processing.
In the case of EBM process, Liu et al. [64] used a multiscale computational framework which
combined macro-scale thermal FE method into meso-scale temperature-dependent grain growth
PF model to show the evolution mechanisms of site-specific grain structures during EBM of Ti-
6Al-4V. In that model, firstly FE method has been used to investigate the thermal distribution and
melt pool formation, then the extracted data has been fed into PF model to investigate the grain
growth model during EBM. The grain selection, grain nucleation and layer by layer nature of the
manufacturing process has been considered in the PF model to fully simulate the process. Grain
structure (equiaxed or columnar) and texture development prediction was made in typical thick
and thin parts as is shown in Fig. 15. They also succeded to predict the effects of different travel
speeds (scan speeds) on the grain structure of the as-built part.
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Figure 15: (a) Simulated grain structures and textures of a thick part at different deposition times.





tion. Stage 1: fine equiaxed grains with random grain orientation formed on top of the substrate;





grains squeeze out other grains. (b) Simulated grain structures and textures of a
thin part at different deposition times. A three-stage grain structure formation observed. Stage 1:
equiaxed grains near the boundaries od melt pool; stage 2: competitive epitaxial growth amoung





grains prevalent along the central line and invard slanted columnar grains with various
grain orientations. (c) The effect of travel (scan) speed on transition of grain structures, the aspect
ratio of the grains and temperature gradient. Blue triangles are experimental results and stars show
the simulation results [64].
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Sahoo et al. [65] also simulated the microstructural evolution of Ti-6Al-4V alloy during EBM
using PF method. As in formation of microstructure in EBM, temperature gradient and beam scan
speed play an important role, the focus of their model was on the effects of these parameters on the
dendritic microstructure formation after solidification. Based on their model, columnar dendritic
arm spacing and dendritic width decreases with increase in temperature gradient and the beam
scan speed, which are in good agreement with the experimental results. Therefore, PF method is
a powerful tool for micro-scale simulation of EBM process. However, it is obvious that further
research is needed to better understand both SLM and EBM processes of production of titanium
alloys at the micro-scale.
5.3 Porosity and residual stress simulations
As is discussed in section 4, porosity can be formed due to unoptimised process parameters. As
process parameters affect the geometry of the melt pool, therefore for minimising porosity in PBF
of titanium alloys, efforts have been made to optimise process parameters and subsequently the
melt pool geometry. Panwisawas et al. [66] used thermal fluid dynamics to study pore evolu-
tion during SLM of Ti-6Al-4V. The results show that the pore morphology can change from near
spherical to elongated shape with increase in laser scan speed. They also predicted the threshold
for laser scan speed in order to avoid porosity after SLM (Fig. 16a). In another research, Klassen
et al. [67] proposed an LB model for prediction of evaporation or loss of elements, which can
lead to formation of porosity during EBM of Ti-6Al-4V. Their model solved the hydrodynamics
and thermodynamics of the melt pool. The results of the effects of laser power on mass loss of
Ti-6Al-4V has been shown in Fig. 16b. Therefore, by optimising process parameters, porosity can
be controlled, but there are not many works that have been done on prediction of porosities in PBF
of titanium alloys.
Understanding and prediction of residual stresses in SLM of titanium alloys is significant, espe-
cially in safety-critical applications. Since experimental measurement during processing is not
practical, a validated model capable of reliably simulating these stresses is extremely valuable. To
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Figure 16: (a) Area fraction of porosity variation with laser scanning speeds using a constant laser
power [66]. (b) Mass loss of Ti-6Al-4V due to evaporation for different electron beam powers at a
constant energy input. w shows the beam width [67].
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this end, a thermo-mechanical model (a highly parallelised multi-physics FE code) has been eval-
uated [68]. To provide validation data for this model, Strantza et al. [69] performed energy dis-
persive diffraction to measure the lattice parameters and determine the elastic strains and stresses
in SLM of Ti-6Al-4V. The simulation results were in good agreement with experimental measure-
ments (Fig. 17). Kapoor et al. [70] investigated residual stresses in Ti-6Al-4V produced by SLM
via implementing crystal plasticity FE simulations and high resolution digital image correlation
on samples subjected to cyclic loading. A method to incorporate the effect of grain-level residual
stresses via geometrically necessary dislocations is developed and implemented within the crystal
plasticity FE framework. Simulation results showed that prior β boundaries play an important role
in strain localisation. Consequently possible sites for damage nucleation were predicted to be the
regions of high plastic strain accumulation. Combinig macro- and meso-scale methods, Ali et al.
[71] presented a new modelling approach to simulate the temperature distribution during SLM of
Ti-6Al-4V, as well as the resulting melt pool geometry, solidification behavior, cooling rates and
temperature gradients which led to prediction of residual stress build-up. An enhanced laser pene-
tration approach was used to account for heat transfer in melt pool due to Marangoni convection.
The model was capable of predicting the different solidification behavior responsible for residual
stresses in SLM as-built part. The model-predicted trends in cooling rates and temperature gra-
dients for different SLM processing parameters correlated with experimentally measured residual
stress trends.
6 Conclusions and suggestions for future work
The principal processes related to powder bed fusion additive layer manufacturing of titanium
alloys have been reviewed. This includes powder production to post-processing. Numerical models
that have been used for the simulation and the resulting prediction of powder bed fusion processing
and component properties are also incorporated.
Powder bed fusion methods need further development to become cost-effective. The unique mi-
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Figure 17: Contour plots of the middle cross section of the SLM produced Ti-6Al-4V specimens
for x,y and z directions. (a) Experimental residual strain, (b) simulated residual strain, (c) experi-
mental residual stress and (d) simulated residual stress [69].
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crostructures resulting from powder bed fusion are suitable candidates for some titanium alloys
components. Two main challenges have been identified and addressed in this review: understand-
ing the definition of a good powder feedstock, and its relationship with powder manufacturing
processes, as well as understanding the microstructure developed during the powder bed fusion
processes.
Reducing the cost of the powder production methods can play a crucial role in lowering the ex-
penses of the whole manufacturing process. Newer and lower cost powder production methods
such as granulation-sintering-deoxygenation have a great potential for future investigation. In-
creasing the quality of the produced powders leads to the better mechanical properties, less pow-
der defects reduces the need for post-processing after powder bed fusion. There must be a balance
between cost and quality of powder production. What increases the complexity of powder pro-
duction for powder bed fusion is that there are no specifications for powder bed fusion quality
requirements. Therefore, in future more research should be performed to systematically identify
the powder properties that have significant impact on its performance, both for spreading as well as
for how the powder responds to the melting process. These studies will evolve into specifications
that can describe and control the process variables of powders used for powder bed fusion.
Despite significant improvements in understanding and solving the powder bed fusion process
challenges, mass-industrialisation of such technology requires it to become faster and more reli-
able. So far, only selective laser melting can be used in industry due to limited applications and
materials. In comparison with selective laser melting, electron beam melting technology is cur-
rently far from being completely developed. In the case of titanium alloys the focus of literature
has been on the development and optimisation of Ti-6Al-4V. In the near future, the variety of addi-
tive layer manufactured titanium alloys can be further increased. Materials with better mechanical
properties must be produced by powder bed fusion, adopting design methods for optimising chem-
ical composition. The combination and optimisation of the unique properties of powder bed fusion
produced parts with enhanced mechanical properties can lead to the development of alloys with
exceptional performance and can increase the application of titanium alloys.
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A suggestion for future application of powder bed fusion processes is to increase the melting and
production rates, with direct effects in cost reduction and yield. This may be possible by increasing
the number of heat sources, e.g. the number of laser beams in an selective laser melting machine.
Increasing machine reliability and decreasing the role of the operator can lead to an increase in
production rates.
For the prediction of powder bed fusion processing, different modelling approaches have been in-
troduced. However, most of these models only can investigate one or two specific issues related to
the defects or mechanical properties of powder bed fusion produced parts. Using finite element ap-
proaches, more variables can be predicted and modelled. Moreover, there are a few approaches for
studying microstructural evolution and defect prediction during selective laser melting and electron
beam melting of titanium alloys. Issues such as grain formation and growth, in situ heat treatments
during powder bed fusion and solid state phase transformations should be further considered in
future work.
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